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CONSTRUCTION NOTES: 1.	REMOVE AND DISPOSE OF EXISTING STEEL FENCING. REMOVE AND DISPOSE OF EXISTING STEEL FENCING. QUANTITY OF PANELS		WIDTH OF PANELS (FT) WIDTH OF PANELS (FT) TO BE REPLACED 4						4 4 82						8 8 LOCATIONS TO BE FIELD VERIFIED WITH INSPECTOR 2.	REMOVE EXISTING FENCE POST FOOTING AND INSTALL NEW FENCE POST & FOOTING PER APWA REMOVE EXISTING FENCE POST FOOTING AND INSTALL NEW FENCE POST & FOOTING PER APWA STD. NO. 600-2. QUANTITY OF POSTS TO BE REPLACED 62 LOCATIONS TO BE FIELD VERIFIED WITH INSPECTOR 3.	FURNISH, ASSEMBLE AND INSTALL 3-RAIL STEEL FENCING WITH RING ORNAMENTATION AND 2' FURNISH, ASSEMBLE AND INSTALL 3-RAIL STEEL FENCING WITH RING ORNAMENTATION AND 2' SQUARE X 8' X 16 GAUGE STEEL POSTS PER MANUFACTURER'S SPECIFICATIONS. 4.	INSTALL TEMPORARY FENCING WHERE EXISTING FENCING IS REMOVED. INSTALL TEMPORARY FENCING WHERE EXISTING FENCING IS REMOVED. 5.	PROVIDE ALL TRAFFIC CONTROL DEVICES AND EQUIPMENT FOR REQUIRED LANE CLOSURE. PROVIDE ALL TRAFFIC CONTROL DEVICES AND EQUIPMENT FOR REQUIRED LANE CLOSURE. 6.	GATES 3 AND 4 ARE TO BE REMOVED AND REPLACED, ALL OTHER GATES AND POSTS ARE TO GATES 3 AND 4 ARE TO BE REMOVED AND REPLACED, ALL OTHER GATES AND POSTS ARE TO REMAIN. 7.	EXISTING POST TO REMAIN. CUT EXISTING TAPERED FENCE PANEL, PATCH AND WELD HOLES IN EXISTING POST TO REMAIN. CUT EXISTING TAPERED FENCE PANEL, PATCH AND WELD HOLES IN EXISTING POST AND PAINT IN PLACE. INSTALL NEW FENCE PANEL PER NOTE 3. 8.	THE LOCATION OF EXISTING UTILITIES ARE NOT NECESSARILY SHOWN ON PLANS THE LOCATION OF EXISTING UTILITIES ARE NOT NECESSARILY SHOWN ON PLANS AND MUST BE FIELD VERIFIED BY CONTRACTOR PRIOR TO CORING AND EXCAVATION OPERATIONS.
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